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In-door LED Screen.

Model: VX-I/35 35mm Resolution (750 pix/m2).

Model: HP-1/16 16mm RGB Resolution (2500 pix/m2).
Model: HP-I/10 10mm RGB Resolution (10.000 pix/m2).
Model: HP-1/7.5 7,5mm RGB Resolution (17.222 pix/m2).
Model: HP-1/6 6mm  RGB Resolution (27.728 pix/m2).

Ovut-door LED Screen.

Model: XZ-E/30 30mm Resolution (1000 pix/m2).
Model: XZ-E/25 25mm Resolution (1600 pix/m2).
Model: XZ-E/16 16mm RGB Resolution (2500 pix/m2).
Model: XZ-E/10 10mm RGB Resolution (10.000 pix/m2).

Model: XZ-E/7.5 7,5mm RGB Resolution (17.222 pix/m2).
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©0000000000000@ ADVANTAGES AND APPLICATIONS

3,60 m

7,20 m

Applications include video playback (real time or monitored over the Internet] at exhibitions
and concerts, and at fixed-point, strategically located advertising sites. Other applications
include covering facades to create fantasy effects (screens designed for outdoor use].

LED screens are used
extensively to build impactful
displays for advertising use, in
shops and at shopping centres,
for television shows, public
events, function rooms and
other places of enfertainment,
as well as at exhibitions and
trade fairs. LED screens have
numerous different uses. The
screens' modularity allows them
to be used in different spaces
and for a variety of different
requirements.







